
Turning Performance Analysis 2/20/2008 

Representative: Collins, Dan
. Configuration: Quint Number I 
Number: 20172 V:450 

Organization: Golden State Fire Apparatus, Inc

Dep artment: Windsor Fire Protection District
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Para meters : 

Inside Cramp Angle: 

Axle Track: 

Wheel Offset: 

Loaded Tire Width: 

Chassis Overhang: 

Additional Bumper Depth: 

Front Overhang 

Wheelbase: 

Calculated Turn ing Radii: 

Inside Turn: 

Curb to Curb: 

Wall to Wall: 

Comments: 

Aerial Application 
Truck Width 8' 2" 

45° 

85.34" 7' 11" 

4.68" 

17.70" 

68.99" 5' 7" 

16.00" 

93.00" 7' 7" 

230.50" 19' 2" 

216.97" 18' 

404.54" 33' 7" 

461.67" 38' 5" 
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Truck Height 11' 9" - height clearnace required to be 13' 
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Truck Length 36' 7" 
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Truck GVW 49,950 lbs 
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*Front Axel 20,250 lbs
*Rear Axel 29,700 lbs

_C_o_m_,p_o_n_e_n_ts _____________ It_e _m_# _____ D_es_c_r..:.ip_t _io _n ___________________ _
Front Axle 0018453 Axle, Suspension, Front, Oshkosh T AK-4, Non-Drive, 22,800 lb 

Front Wheels 0111380 Aluminum, Alcoa, 22.50 x 12.25 

Front Tires O 111370 Michelin, 425/65R22.50, 20 Ply, XTE2 

Chassis 0104769  Arrow-XT® Chassis 

Front Bumper 0012244 Bumper, 16" Extended 

Aerial Device 0057609 Aerial, 75' HAL, 7501b Tip Load, Single Axle 

Notes: 

Actual Inside Cramp Angle may be less due to highly specialized options . 

Curb to Curb turning radius calculated for a 9.00 inch curb. 
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